


MIDI PUCK
RANGE

SUITABLE USES

RETAIL & COMMERCIAL - HANG SELL,
SHOE DISPLAY, INTIMATES, CHILDRENSWEAR,

FEATURE DISPLAYS, SHELVING, SIGNAGE
HOLDERS AND HOOKS.
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MIDI PUCK
RANGE

MIDI MIDI MIDI PUCK
PUCK PUCK COVER CAP
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thread 1/2” BSW x 22mm T
MK-PKMIOO1 MK-PKMI002 MK-PKMI100

Suitable for mid weight hang sell and
accessory items.

Required hole size in panel is @ 13mm.

Natural Aluminium finish.

Allows back to back installation of Midi
Puck onto panels. Ideal for double
sided merchandising of hang sell and
accessory products.

Required hole size in panel is @ 13mm.

Natural Aluminium finish.

Threaded cover cap used to conceal Midi
Puck. Can be used as a decorative cover,
sign or panel holder.

Clear Anodised finish.




MIDI PUCK
RANGE

MIDI PUCK
-150MM PRONG HOOK
:’I"'" 150mm 1|7’“"|‘
l9mmi[ it — 10mm
MK-PKMI101

Midi Puck Prong Hook, 150mm long.
Recommended max. weight is 4kg per
MK-PKMI103 prong hook.

@ 10mm Rod with @ 19mm end cap.

Stainless Steel finish.

MIDI PUCK MIDI PUCK
—-250MM PRONG HOOK NYLON COLLAR
i 7
19mm__)[ iy = 10mm
MK-PKMI103 MK-PKMIO03

Midi Puck Prong Hook, 250mm long
Recommended max weight is 4kg per
MK-PKMI103 hook.

@ 10mm Rod with @ 19mm end cap.

Stainless Steel finish.

Use with Double Sided Midi Puck when
installing into glass.
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MIDI PUCK
RANGE

MIDI PUCK
O-RINGS

MK-PKMIOR

Black rubber o-rings for Midi Puck
Prong Hooks when used to hold glass
or acrylic shelves.

Sold as a pair.




MIDI PUCK
INSTALLATION

13mm & hole
Fixing nut

Do not overtighten

the fixing nut as it may
damage the panel.

midi puck

\

midi prong

3mm to 20mm
thick panel
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